	EXECUTIVE SUMMARY 
	Location 
	Condition
	Potential for Disturbance
	 1. BACKGROUND 
	2. ASSESSMENT PROCEDURES 
	 3. FINDINGS AND RESULTS 
	Location 
	Condition
	Potential for Disturbance
	Location
	Material
	Approx. Quantity1
	Condition
	Access hatch on roof to top of cooler 
	Black mastic on cooler insulation
	5 ft2 (observed) 
	Metal walk-in cooler
	Black thinset      Black mastic
	1,000 ln ft
	Central walk-in cooler
	Black thinset      Black mastic
	Black thinset      Black mastic
	Southern walk-in cooler
	Black thinset      Black mastic
	Warehouse office
	1,150 ft2
	Warehouse office
	Receiving office
	300 ft2
	Sheet flooring Black mastic
	150 ft2
	Sheet flooring Black mastic
	Sheet flooring Black mastic
	12” White floor tile    Black mastic
	300 ft2
	12” White floor tile    Black mastic
	12” White floor tile    Black mastic
	Sheet flooring 
	21 ft2
	Black mastic Insulation
	900 ft2
	Black mastic Insulation
	Black mastic Insulation
	Black mastic Insulation
	Light concrete ceiling
	Light concrete ceiling
	Light concrete ceiling
	Black ceiling mastic
	Black ceiling mastic
	Black ceiling mastic
	Black ceiling mastic
	Black ceiling mastic
	Receiving office
	Black baseboard Mastic
	70 ln ft 
	Receiving office
	Black baseboard Mastic
	Receiving office
	Black baseboard Mastic
	70 ln ft 
	Receiving office
	Black baseboard Mastic
	Window, SW side of building
	Window glazing
	17 Windows
	Window, NE side of building
	Window glazing
	Window, NE side of building
	Window glazing
	Warehouse office
	550 ln ft
	Warehouse office
	Warehouse office
	Warehouse office
	B

	4. ABBREVIATIONS AND HAZARD ASSESSMENT KEY 
	 5. CONCLUSIONS AND RECOMMENDATIONS 


